
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

VIDEO 
CONFERENCING 

CAMERAS 

Ultra HD Cameras 
Crystal clear image effect 
High resolution 
Fantastic color rendition 

A NEW AGE OF VIDEO CONFERENCING CAMERAS 



Optimum resolution 

Perfect cameras conferencing requirements of 
Conference room, auditoriums, etc. of varied sizes and dimensions. 
It offers 4K UHD resolution comes with latest features to enhance the 
usability of the solution. Rich video interfaces. Advanced ISP 
Technology and algorithm, convenient installation and maintenance 

 
 
 
 
 
 

APPLICATION AREAS SPECIFICATIONS 
 
 
 
 
 
 

OFFICES 
 
 
 
 
 
 
 
 
 
 

MEETING ROOMS 
 
 
 
 
 
 
 
 
 
 
 

CONFERENCE ROOMS 
*Due to continuous product development, the specifications may change with or without prior intimation. 
*Product image(s) are for illustrative purpose only & may differ from the actual product. 

 

 
 For Sales  

Contact us: +91- 9999011344 Email: sales@onfinitytechnologies.com 

Dealership Enquiries Solicited 
 

Level No. - 3, Innovative Building, Plot No. - 6, IT Park, Sector-22, Panchkula, Haryana-134109 (INDIA) 
www.onfinitytechnologies.com 

Model                                   OT-12VK 

Optical Zoom 
 

                                                              20X 

Camera 4k @ 30fps and 1080p, 720p @ 60fps 

Video format ST/HD Video format: 1080P60/50/30/25/59.94/29.97 

View Angle 6.43degree (tele)—60.9degree wide. 

Iris F1.8 – F2.4 
 

Sensor 
 

½.8-inch-high quality HD CMONS Sensor 
 

Effective Pixels 
 

10:9 2.07MP 

Field of View Min 70˚ field of view 

Pan/Tilt ±90 degree / ±30 degree 

Minimum Illumination 0.5Lux (f1.8, AGC ON) 

Mic Omni directional 12 ft diameter pickup range, Acoustic Echo cancellation, 

White Balance Auto/Manual/One Push/3000K /4000K/ 5000K/ 6500K 

Focus/Iris Auto/ Manual 

Camera Control Automatic 
 

WDR 
 

OFF/Dynamic level adjustment 
 

Video Adjustment 
 

Brightness, color, Saturation, Contrast, Sharpness. B/W mode, Gamma curve 

OS Support Window 10, Mac OS X 10, 10 or higher, Chrome OS 
 

Video Interfaces HDMI/ USB 

 
Speaker Inbuilt / External 

Control Protocol 
 
VISCA/Pelco-D/Pelco-p; Baud Rate:115200/9600/4800/2400bps 

Accessories 
Remote Control, Power Cables, All necessary 4k Cables 1.5 m length, Standard mic cable 2.5m length of mic, Mounting brackets 

 


